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BC075 1.00mm Pitch Socket, Single Row,
Surface Mount, Horizontal
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Dimensions

A B

2 1.00 2.50

3 2.00 3.50

4 3.00 4.50

5 4.00 5.50

6 5.00 6.50

7 6.00 7.50

8 7.00 8.50

9 8.00 9.50

10 9.00 10.50

11 10.00 11.50

12 11.00 12.50

13 12.00 13.50

14 13.00 14.50

15 14.00 15.50

16 15.00 16.50

17 16.00 17.50

18 17.00 18.50

19 18.00 19.50

20 19.00 20.50

21 20.00 21.50

22 21.00 22.50

23 22.00 23.50

24 23.00 24.50

25 24.00 25.50

26 25.00 26.50

27 26.00 27.50

28 27.00 28.50

29 28.00 29.50

30 29.00 30.50

31 30.00 31.50

32 31.00 32.50

33 32.00 33.50

34 33.00 34.50

35 34.00 35.50

36 35.00 36.50

37 36.00 37.50

38 37.00 38.50

39 38.00 39.50

40 39.00 40.50

Specifications

Material
  Contact: Phosphor Bronze
  Insulator: Polymer, LCP, UL 94-V0

Plating
  Contact: See Ordering Grid

Electrical
  Current Rating: 1 Amp Per Pin
  Insulation Resistance: 1000 MΩ min
  Contact Resistance: 40 mΩ max.
  Dielectric Withstand Voltage: AC 300 V

Mechanical & Environmental
  Operating Temperature: -40°C to +105°C

Soldering Process:
    IR Reflow: 260°C for 10 sec.
    Manual Solder: 350°C for 3-5 sec

 Mates with (Subject to pin length)
BC020    BC025     BC030    BC032    BC090

 Perfect Planar Mating with
BC034 (Only Insulator Heigth V=1.50mm)

Recommended PCB Layout
Tolerance: ±0.05

Solder Area

www.gct.co

0.30x0.10 Pin

http://gct.co/sample-quote-request.aspx?p=BC075



