Dimensions
Contacts
A B C
B +0.35 4 2.0 4.0 /
A +0.25 2.00 6 40 | 60 | 20
o4 ] ‘ 8 6.0 | 80 | 40
.00x0.15 o 10 8.0 10.0 6.0
)
o _ 12 10.0 | 12.0 8.0
14 12.0 14.0 10.0
16 14.0 16.0 12.0
\C—>. 18 16.0 18.0 14.0
© 20 18.0 | 200 | 16.0
22 20.0 | 22.0 | 18.0
, 24 22.0 | 24.0 | 20.0
26 24.0 26.0 22.0
Recommended PCB Layout 28 26.0 | 28.0 | 24.0
Solder Area 30 28.0 | 30.0 | 26.0
32 30.0 | 32.0 | 28.0
o 34 32.0 | 34.0 | 30.0
N 36 34.0 | 36.0 | 32.0
o
ARSI 38 | 360 | 380 | 34.0
5.00 o| N & C 40 38.0 | 40.0 | 36.0
! ap . . .
= ‘ ‘ ‘ o | 42 | 400 | 420 | 38.0
= i i ‘ 44 42.0 44.0 40.0 1
‘ 46 44.0 | 46.0 | 420
! H | H [ | 0.15 |
-‘7 = ‘ = =T = = =] [ E- = = 48 46.0 48.0 440
[ 3
. iy 50 48.0 50.0 46.0
ﬁ \ Optional peg \ Optional peg Single Peg for 4P Part only 52 500 | 520 | 48.0
2x B0.64 . . .
54 52.0 54.0 50.0
C £0.20 | 56 | 54.0 | 56.0 | 52.0
58 56.0 58.0 54.0
Ordering Grid 60 58.0 | 60.0 | 56.0
No. of Contacts Packing Options 64 62.0 [ 64.0 | 60.0
Specifications 04 to 80 C = Tape and Reel with Film (Standard) 66 64.0 | 66.0 | 62.0
Contact Plating A=Tape and Reel
Material . A = Gold Flash All Over (Standard) B = Tape and Reel with Cap 68 | 660 | 68.0 | 64.0
Contact: Phosphor Bronze Soldering Process: C = Tin All Over D = Tube 70 68.0 | 70.0 | 66.0
Insulator : Nylon 6T (Standard) N = 30u" gold on contact area, gold flash on tail E = Tube and Cap 72 70.0 | 72.0 | 68.0
Standard: Polyamide, Nylon 6T, UL 94V-0 IR Reflow: 260°C for 10 sec. P = 10u" gold on contact area, gold flash on tail F = Tube and Film ” 720 | 720 | 700
Options: Polymer, LCP, UL 94V-0 Wave: 230°C for 5-10 sec. Locating Pe: Insulator Material . . .
P y Manual Solder : 350°C for 3-5 sec . 0=No %eg g N = Nylon 6T (Standard) 76 74.0 | 76.0 [ 72.0
Electrical LCP (Option) 1 = With Peg L=LCP 78 76.0 | 78.0 | 74.0
Current Rating: 2 Amp Per Pin IR Reflow: 260°C for 10 sec. 80 78.0 | 80.0 | 76.0
Insulation Resistance: 1000 MQ min Wave: 250°C f_°r 5'10 ?ec'
Contact Resistance: 20 mQ max. Manual Solder: 350°C for 3-5 sec. Part Number Product Description
; Wi . BF121 ;
Dielectric Withstand Voltage: AC 500 V Mates with (Subject to pin length): S S_Ooln,ém PltghrfSOCk:; N
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