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8.10

1.51

o 0.40

Ordering Grid

No. of Contacts |
02 to 40

Contact Plating

A = Gold Flash All Over (Standard)
B = Selective Gold Flash Contact
Area/Tin On Tail

C =Tin All Over

G = 10y" Gold Contact Area/Tin On Tail

| = 30u" Gold Contact Area/Tin On Tail

<_>‘ Pin 0.70X0.25

BG110—[XX]|=|X]=[X]—|X

1.89

Request Samples
and Quotation

Packing Options

D = Tube (Standard)

G = Plastic Box

Insulator Material

2.54

&b oo

7.62

60 0%

Recommended PCB Layout

Minimum
A
Insertion Depth 8.10

1.89 ref.

3.

N = Nylon 6T (Standard)

P =PBT
L=LCP

3.00
N
DN

Number of Dimensions
Contacts A B
2 254 | 508
3 5.08 7.62
4 762 | 10.16
5 1016 | 1270
6 1270 | 15.24
7 1524 | 1778
8 17.78 | 2032
9 2032 | 22.86
10 22.86 | 25.40
1 2540 | 27.94
Specifications % 12 27.94 | 3048
Material %} 13 3048 | 33.02
Insulator #4214 14 33.02 | 3556
Standard #5#k: Polyamide % tfi%, Nylon 6T, UL94V-0 15 3556 | 38.10
Options 7] i%: Polymer %44, LCP, UL94V-0 " %510 | 2002
Polyester 2%/, PBT, UL94V-0 . .
Contact ##fih: Copper Alloy 7 4064 | 4318
18 4318 | 4572
Plating L9 19 4572 | 48.26
Contact #filt: See Ordering Grid
20 48.26 50.80
Electrical H15 21 50.80 [ 53.34
Current Rating FLIL#E {f: 3 Amp Per Pin 29 53.34 | 55.88
Contact Resistance #filt HLFHAH: 20 mQ max. P w508 | 582
Insulation Resistance £ 25 FiFHAiE: 1000 MQ min. . .
Dielectric Withstand Voltage i ¥/ 600 V AC 24 5842 | 60.96
25 60.96 63.50
Mechanical & Environmental 1‘)}*@ & M 26 63.50 | 66.04
Operating Temperature T.{E{fiJ¥: -40°C to +105°C P PRy v
Soldering Process ] /i i i
Nylon 6T (Standardbz 4kt 28 68.58 | 7112
IR Reflow [Eliif5: 260°C for 10 sec. 29 7112 | 7366
Wave ik I 230°C for 5-10 sec. 30 7266 | 76.20
Manual Solder A T##4%: 350°C for 3-5sec
LCP (Option AT 4k) 31 | 7620 | 78T
IR Reflow [Al3i45: 260°C for 10 sec. 32 78.74 | 81.28
Wave J 4% 250°C for 5-10 sec 33 81.28 | 83.82
Manual SoIger N TJ54%: 350°C for 3-5 sec = 5382 | 3630
PBT (Option T 344}
Manual Solder A\ LJ#4: 330°C for 3-5 sec. 35 8636 | 88.90
(Not suitable for hi-temp process A& & fil F2) 36 88.90 | 91.44
37 9144 | 9398
Mates with it £ 2 22 3k v 9305 | 9622
(Subject to Pin Length 7£ 3 7K J&3& A 414 F) i i
BG020 BGO030 BGO031 BG035 39 96.52 | 99.06
BG055  BGO60  BGO75 BG080 70 9906 T 10150

Part Number

Product Description

BG110

Drawing Date

30th October 2006

2.54mm Pitch Socket, Single Row,
Through-Hole,Horizontal
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