8.50

Number of Dimensions
< Contacts A B
("2. 67.02 554 6 254 | 558
4>’—‘« % 9 5.08 8.12
R === E === D=0=@=P==0=P=i= O 0O o R el
© j o © 15 10.16 | 13.20
S | o 1
A === OO = O S ) = s N S OO0 O 18| 1270 | 1674
21 1524 | 18.28
=gl === == === == OO 2| ton [ o
254 Recommended PCB Layout 27 20.32 | 2336
. 30 22.86 | 25.90
Min. Insertion Max. Insertion 3 2540 | 2844
36 27.94 | 30.98
Depth 1.52 ref. Depth 6.20 ref.
Specifications 39 8048 | 3352
42 33.02 | 36.06
0.50 ref.
Material 45 35.56 38.60
7 Contact: Copper Alloy 48 38.10 | 41.14
ﬁ I Insulator Material: 51 40.64 | 43.68 —
|,| \\| Standard: Polyamide, Nylon 6T, UL 94V-0 54 4318 | 4622
I'U‘i Q Options: Polymer, LCP, UL 94V-0 57 2572 | 48.76
Jq ﬂ_ o Plati 60 4826 | 51.30
——————————————————— i ating
: . 63 50.80 | 53.84
o AL 1T T See Ordering Grid
0 mEEIET
NI RN RN Electrical T o] |
L <« o —" U Current Rating: 3 Amp per pin 72 58.42 | 6146
L ™ Insulator Resistance: 1000 MQ min. 75 60.96 | 64.00
o et Contact Resistance: 20 mQ max. 78 63.50 | 66.54
] Dielectric Withstanding: AC 600 V 81 66.04 | 69.08
] 84 68.58 | 71.62
254 Pin 0.64X0.64 2.54+0.20 ‘ Environmental & Mechanical 87 7112 | 74.16 L
T H . o o
A+0.25 5.08+0.20 Operatllng Temperature: -40° to +105°C %0 73.66 | 76.70
Soldering Process: % 7620 | 79.22
B+0.25 Nylon 6T (Standard) - P 7874 | 8178
IR Reflow: 260°C for 10 sec. - :
Wave: 230°C for 5-10 sec. % 8128 | 8432
Ordering Grid Manual Solder: 350°C for 3-5 sec 102 8382 | 86.86
BG161)—XXX|—[X]=[X] =[X]— B Sonles LCP (Option) - 105 | 836 | soa0 | |
IR Reflow: 260°C for 10 sec. 108 88.90 | 91.94
Packing Options Wave: 250°C for 5-10 sec. 111 9144 | 94.48
No. of Contacts D = Tube (Standard) Manual Solder: 350°C for 3-5 sec 114 93.98 | 97.02
F = Tube with Film
06 to 120 G = Plastic Box 117 96.52 | 99.56
e.g. 06 =006, 117 = 117 DIMC | DIMD Mates with(subject to pin length) 120 9906 | 102.10
A= 11105 1250 BG042 BG043 - -
Contact Plating B =[11.05 7.35
A = Gold Flash All Over (Standard) C =[1359 | 4385 ) .
B = Selective Gold Flash Contact D = [16.13 | 2.30 | Insulator Material Part Number Product Description
Area/Tin On Tail E - |11.05 | 122 N = Nylon 6T (Standard) Bote1__ 2.54mm Pitch Elevated Socket,Triple Row,
C = Tin Al Over L = 1359 | 965 L=LCP 8t Apri 2007 Through Hole, Vertical
G = 10u" Gold Contact Area/Tin On Tail G =116.12 7.10 By ) Tolorances Excopt as Notod) it This drawing s confidential and
| = 30" Gold Contact Area/Tin On Tail H =[18.67 4.70 Length Ange | \tetric (mm) copyright of Global Connector WWW.Qgct.co
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