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Specification:
Material:
  Housing: Thermoplastic, UL94 V-0, Black
  Contact: Phosphor Bronze 0.35mm Thickness

Electrical:
  Voltage Rating: 125 V AC (RMS)
  Current Rating: 1.5 Amp
  Contact Resistance: 50 mΩ max.
  Insulation Resistance: 1000 MΩ min. @ 500 VDC
  Dielectric Strength: 1000 VAC RMS 60Hz, 60 sec

Plating :
  Contact Area: See Ordering Grid
  Tails: Plated Tin Over Nickel

Mechanical & Environmental
  Operating Life: 750 Cycles Min.
  PCB Retention Force Before Solder: 1 lb min.
  PCB Retention Force After Solder: 10 lbs min.
  Storage Temperature: -40°C to +85°C
  Operation Temperature: -40°C to +85°C

Wave Soldering Temperature:245°C ± 5°C, 5s
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1. Packing Material: Tray 1 PC

Quantity: 1x70=70 PCS

Tray: Body and Cover - 1PC Each

Label : 1 PC

2. Packing Material: Carton - 460*310*310 - 1 PC

Quantity: 70x35=2450PCS

Without Panel Stop With Panel Stop
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Pcs/Tray Trays/Carton Total Quantity

70 35 2450 pcs




