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Recommended PCB Layout

Tolerance : £0.05mm

IMJ3225|—(88|—

No. of Positions/

Thickness: 1.60mm

Request Samples
and Quotation

Contact Platin

Specifications

Material

Insulator: PA66, UL 94V-0, Black

Contact: Phosphor Bronze,@=0.46mm

Plating
See Ordering Grid

Electrical

Current Rating : 1.5 Amp
Current Voltage : 125V AC RMS
Contact Resistance : 20 mQ max.
Insulation Resistance: 1000 MQ min.@500V DC
Dielectric Withstand Voltage :
1000VAC RMS 60Hz, 1min.

Mechanical & Environmental
Storage Temperature : -40°C to +85°C,

Relative Humidity <80%
Operation Temperature : -40°C to +85°C
Operating Life : 750 Cycles Min.
Mating/Unmating Force: 30N Max.
Retention Strength: 50N for 60s+5s
Mates With Modular Plug Conforming To FCC Part 68, Subpart F

Wave Soldering Temperature:245°C + 5°C, 5s

Part Number

Product Description

MJ3225-88

Drawing Date

19th March 2021

Modular Jack Connector, 8 Position, Category 3, Right
Angle, Through Hole, Standard Profile, Inverted Latch
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http://gct.co/sample-quote-request.aspx?p=MJ3225

5600 pcs / Carton

Desiccant PE Bag
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// 2 / \

56 Trays / Carton

/ Pcs/Tray | Trays/Carton Total Quantity
100 56 5600 pcs
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