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Specification Fi#:

Electrical HL <}
Voltage Rating HLE#E(A: 125 V AC (RMS)
Current Rating FHL/LZIE(H: 1.5 Amp
Contact Resistance #: il 1A {E: 30mQ Max:
Insulation Resistance #4245 HifH{H: 1000MQ Mina@ 500 VBC
Dielectric Strength HL /)i 3 - 4000.VAC RMS 60Hzs4 Min.

Material 4k A
Housing Material %2/ 4h5¢: High Temp Nylon UL94V-0; Black
Contact Material %ii T#4: Phosphor Bronze 0.35mm Thickness
Plating H 4% }4%: Gold\Plating over Nickel
Operating Life 1§ i # it 750 Cycles Min.
PCB Retention Force After Selder 15455 4#4F /J: 10 LBS Min.

Environmental ¥ 551
Storage Temperature fi# 7% -40°C to +85°C
Operation Temperature fff % -40°C to +85°C
IR Reflow Soldering Temperature [= 7t #2 i % : 255°C to 265°C, 5-10 seconds

Ofrdering Grid
IMJ3305|—=[44]|—

No. of Positions/
Positions Loaded
44 = 4/4
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RECOMMENDED PCB LAYOUT

AS VIEWED FROM COMPONENT SIDE

Mylar Film - for pick and place

A = Without Film
B = With Film (Standard)

Contact Plating

2 = 6" Gold (Standard)
4 = 30p" Gold

Part Number

Product Description

MJ3305 - 4 Position

Drawing Date

11th May 2010

Modular Jack Connector, 4 Position, Category 3, Vertical
SMT, Low Profile, With Solder Tab, Without PCB Peg
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http://www.globalconnectortechnology.com/sample-quote-request.aspx?p=MJ3305-44

1. Packing Material f1#f - Tape Reel

2. Packing Material t#4 - Carton 1 PC

Quantity #& - 1*150=150 PCS Quantity #= - 150*6=900 PCS
NPT . * * D; _ B
;ap]a I%EI #i;ﬁBOWMth 44 * Depth 13.6 * Pitch 24 = Total Length 4.1m Part Number Net Weight | Gross Weight | QTY
eel ik - gssimm FHERS i GeL ok
MJ3305-44-X-X 4.50Kg 6:00Kg 900
300
~ 5 Empty Cavities e
© 7
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Section A-A
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Part Number Product Description
x:jigi;{: Position Modular Jack Connector, 4 Position, Category 3, Vertical
T1th May 2070 SMT, Low Profile, With Solder Tab, Without PCB Peg
By cc Tolerances(Excemis"gged) Units: Thisdri\;vir}gG\Is go:\gdenmal‘and WWW.0CL.CO
e || ROHS | (©) e e get
evision XXX £0.15 +5° or disclosed without written ot to rawn eet No.
RDate 15/0xs/22 X XXX £0.10 agﬁ Doca-BDE smem cs 08" gcta\te ° KNBy ‘ o 2/t2N
1 2 4 6 [ 7 I

° _





