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Ordering Grid

Contact Plating
GF = Gold Flash

Request Samples
and Quotation

Packing Options
A = Tape & Reel (Standard)
 (260 per reel)

B = Tray

X

Shell Stake Length "S"
0190 = 1.9mm (Standard)
 (for 1.60mm thick PCB)

0270 = 2.7mm
 (for 2.00mm thick PCB)

XXXX

Insulator Material
L = LCP

L

Insulator Colour
B = Black

B

12.50

5
.1

2

12.80

14.50±0.38

2.00

7.00

0.60

4.52

1.70

10.28

6
.9

5
"S

"

3.4

7
.1

2
±0

.3
8

4321

7.00

2.00
1.30 x4

5
.2

0

3
.0

0
 x

4

2
.3

0
 x

2

0.60 x2

9
.0

0

T=1.4mm (General Tolerances: ±0.05mm)

PCB Edge

4321

12.80

Recommended PCB Layout (Top View)

Solder Area

Specifications

Materials & Plating
   Plastic Housing: LCP, UL94V-0, Black
   Contact Terminal: Copper Alloy
   Metallic Shell: SPCC

Plating:
Underplating: 50µ" Nickel
Contact Area: Gold Flash

 Solder Tails: 50µ" Tin
Metallic Shel: Nickel

Electrical:
   Voltage Rating: 30V
   Current Rating: 1.5A
   Operating Temperature: -40°C to +85°C
   Contact Resistance: 30 mΩ max.
   Insulating Resistance: 1000 MΩ min.
   Dielectric Withstand Voltage: 500V AC

Mechanical:
   Mating Force: 35N (3.57Kgf) max.
   Unmating Force: 10N (1.02Kgf) min.
   Durability: 1,500 Cycles
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http://gct.co/sample-quote-request.aspx?p=USB1046


Part Number Pcs./Reel Reels/Carton Pcs./Carton

USB1046 260 8 2080

Part Number Specification Q'ty

Carrier Tape 32.0mm (W) x 6.624m (L) 8

Cover Tape 25.5mm (W) x 6.724m(L) 8

Reel Ø330 x 32.5mm 8

Vacuum Bag PE 8

Cardboard Triangles 260 x 245x 5mm 4

Inner Carton 340 x 340 x 300mm 1

Outer Carton 355 x 355 x 320mm 1

EPE Board 350 x 350 x 10mm 1

2.00±0.10
4.00±0.10

24.00±0.10

192mm 192mm6240mm

260 cavities with product

100mm

Round Sprocket Hold
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