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Specifications

Material
  Insulator: High Temp. Plastic UL 94V-0, Black
  Contact:Copper Alloy
  Shell:Stainless Steel
  Gasket: Silicone Rubber, Part No.: USBTJ-02B
                   (Gasket+Connector can be ordered separately
                    or together as a KIT - USB3510-30-C-KIT)

Plating
  Terminal:
    Contact area: 30µ" Gold
    Soldering tails:  Gold Flash
    Underplating: 50µ" Min. Nickel
  Shell: 50µ" Min. Nickel over all

Electrical
  Current Rating: Signal (Pins 2,3,4): 1.0A
                           Power (Pins 1,5): 1.8A
  Voltage Rating: 30V AC
  Contact Resistance: 30mΩ max.
  Dielectric Withstanding Voltage: 100V AC
  Insulation Resistance 1000MΩ min

Mechanical & Environmental
  Operating Temperature: -30°C to +85°C
  Mating Force: 35N max.
  Unmated Force: 8N min.
  Durability: 10,000 cycles
  Ingress Protection Rating: IP67

Ordering Grid

Request Samples
and QuotationUSB3510 C

Packing Options
C = Tape & Reel With Cap (700 per reel)

30
Contact Plating
30 = 30µ" Gold
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Recommended PCB Layout
As viewed from component side     Tolerance:±0.03mm

Recommended PCB Thickness: 0.80mm
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(Suggest compression 40-50%
 of gasket thickness)

Recommended Waterproof Gasket Spec
Gasket Part No.: USBTJ-02B

  (Gasket+Connector can be ordered separately
or together as a KIT - USB3510-30-C-KIT)
(See separated datasheet for specification)
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Recommended Panel Spec
Tolerance:±0.05mm
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PCB Mount & Cap Information



Assembly instruction for Gasket set after Reflow
Available for Micro USB Waterproof Series

Step 1 Step 2 Step 3

Gasket
Panel

Connector
Panel
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Unloaded Section

20pcs empty
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Ø
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20pcs empty

Unloaded Section Product Loaded Section

Peeling Angle

30.5

400 min.
165° ~ 180°

User Direction of Unreeling

Notes:
  Peeling off force of top tape: 0.1-1.3N (Peeling direction as shown)

Materials:
  Carrier Tape: Polystyrene (PS)
  Top Tape: PE
  Reel Tape: Polystyrene (PS)
  Bag: PE

355mm x 355mm x 305mm

Tape & Reel

Void filler

Box dimensions

Inner carton dimensions

Vacuum Bag

340mm x 340mm x 285mm

Pcs /
Reel

Reels /
Carton

Total
Quantity

700 9 6300

12.00±0.10
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