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Global Connector Technology Ltd. - USB1025:USB Receptacle, Type A, 4 Pin, Through Hole, Upright, With Kinked Shell Stakes, Standard (left) insulator orientation
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Recommended P.C.B Layout
] Il, Thickness: 1.2mm General Tolerance: +0.05
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D 3
11.65 | 7.00 | - Materials\& Plating ¥4} 5 i 4%
Plastic Housing % #h5¢: Thermoplastic, Glass Fibre Filled, UL94V-0, Black
; 1925 6.9 PIBEARL, PBT; B4, UL9AV-0; Bfh
- Il. - - Contact Terminal #fifiiii -1~ Phosphor Bronze 74 —
Metallic Shell %:J&415¢: Brass 3
@ Metallic Shell Rear % J&#15%¢)5: SPCC
£ il Finish ¢ 7 4b 52
F = = Underplating Ji&/z H14%: 504" Nickel 50p" £
20 Plating H1%%:
1.20 Contact Area: Gold Flash or 30p" Gold [N 4:5430u"4:
_ 0:40 Solder Tails %45 ¥ 504" Tin 50p" 4
ﬂ (= Metallic Shell 42/ 4}7%: Nickel £
Lk
. Q Y; Electrical B M
. Voltage Rating EEH—\Z.@]%{EZ 30V
[]:D [I Current Rating LT AUE (: 1.5A
Ordering Grid: Operating Temperature T{fif#%: -40°C to +85°C
REQUEST SAMPLES Contact Resistance#Zfilt HF[L{E: 30mQ Max.
O t USB1025 ! Insulating Resistance 44 HiFH{H: 1000MQ Min.
Contact Plating Packing Options Dielectric Withstand Voltagefif #i J: 500V AC
mT—n GF = Gold Flash (Standard) B = Tray (100 per tray)
G 30 = 30p" Gold Insulator Material Mechanical AU AR :
( P=PBT Mating Forceddi A 77: 35N (3.57Kgf) Max.
Unmating Force#% i1 77: 10N (1.02Kgf) Min.
Durabilityifif A 1#: 1,500 Cycles 15007 i 1%
g}zﬁ::ﬁ;ﬁ; Part Number:- Date:-
Dimensions in mm USB1025 14 FEB 11 @‘ I
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Global Connector Technology Ltd. - USB1025:USB Receptacle, Type A, 4 Pin, Through Hole, Upright, With Kinked Shell Stakes, Standard (left) insulator orientation
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USB1025-XX-P-B 100 10 1000
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- Packing Rules3f # Hij2
b 1.dSB's placed into the tray base. K USBI%E 1 4% I ¥4 A
3 2.Tray cover and base taped together to keep USB's in place.
USBE: a3 i irIa, I B sas, IR ST
| 3.10 trays putfinto carton. 10" H—&, JANAAH
-1 4 Boxeditaped and label stuck on the outer carton. —
IR SR ARAR: IEMG EFRZE
E Inner \Carton
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1‘!‘2—:;?;{::"31; Part Number:- Date:-
Dimensions in mm USB1025 14 FEB 11
Hf By SA AJO ROHS Description:-
USB RECEPTACLE, TYPE A, 4 PIN, THROUGH HOLE,
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