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Global Connector Technology

\ PRODUCT CHANGE NOTICE \

[Notification Date: 7th August 2012 [pcn # USB3065-001 |

|Drawing Revision Letter: D |

Product Identification:
USB3065-30-xx-A With and without peg

Effective from date code/batch code:
Immediately 32/12 (WW/YY)

Description of Change

1. Plastic peg height changes from 0.55mm to 0.35mm.

2. Position of peg changes from 2.15mm to 2.25mm from SMT holdown centreline.
3. Rear body dimension change 2.8mm to 2.85mm.

4. Other minor dimensional changes - see drawing.

Reason for Change
Tooling refurbishment, previous tooling worn, replaced with new tooling allowing streamlined prodction process.

Anticipated impact on form, fit, function, or reliability
Minor PCB Layout change in SMT lead position and peg position - customers should check, however rev C SMT layout may
be used.

Required Inventory Action
None.

Contact Information
If there are any questions, comments or suggestions regarding this notice please contact GCT.

Global Connector Technology HK
g &Y Global Connec.tor Technology, Inc Global Connector Technology UK Limited
Limited 3 Industrial Park Road, Sutherland Court, Brownfields
Unit 1204, 12/F, Medway, MA 02053 o .
Welwyn Garden City, Hertfordshire, AL7
Fortress Tower, USA
o 1BJ,
250 King's Road, United Kined
North Point, Hong Kong Tel: +1 508-570-2438 nited Kingdom
Fax: +1 508-796-6162
Tel: +852 2578 9030 E-mail: sales@gct-americas.com Tel: +44 (0)1707 321122

Fax: +44 (0)1707 321121

Fax: +852 2578 9000 )
E-mail: sales@gct-europe.com

E-mail: sales@gct-apac.com www.globalconnectortechnology.com




