(@)

B+0.25 No. of Dimensions
Contacts| A B
@0.50 ., 1.00 2 1.00 200
‘ ‘ 3 2.00 | 3.00
4 3.00 4.00
| O I O I O I L I O = L e o o e o I = = = = | {#}@ @q% 5 4.00 5.00
X 6 5.00 | _6.00
1.00+0.08 Recommended PCB Layout 7 6.00 7.00
8 7.00 8.00
9 8.00 9.00
10 9.00 | 10.00
11 10.00 | 11.00
A10.15 12 11.00 | 12.00
1.00+0.08 , 13 12.00 | 13.00
| Pin 0.30 sq. 1.27 14 13.00 | 14.00
S 15 14.00 | 15.00
T O T S S SO O WY Y I SO Y Y S SO N B ol | A 16 15.00 | 16.00
S g Specifications 17 16.00 T17.00
8 Material oI 1500 | 1900
1 Insulator: Polymer LCP, UL94V-0 - -
| UN) | | Contact: Copper Alloy 20 19.00 | 20.00
S 21 20.00 | 21.00
a Plating 22 21.00 | 22.00 | —
Ju o duduyddoddd iy iy B — Gold Flash All Over 3431 53-88 32-88
+ . .
Current Rating: 1 Amp per pin 26 25.00 | 26.00
Contact Resistance: 20 mQ max. 27 26.00 | 27.00
Ordering Grid Insulating Resistance: 1000 MQ min. 28 27.00 | 28.00
i ic Wi : 2 28. 29.
BC030 = =, - |XXXX|=-|XXXX| =-|XXXX| - Request Samples Dielectric Withstand Voltage: 300V AC 33 2888 3888
No. of Contacts Packing Qtions Mechanical & Environmental 31 30.00 | 31.00
0210 40 gf_':lﬁzt'c Box (Standard) Operating Temperature: -40°C to +105°C 32 31.00 | 32.00
Contact Plating E = Tube with Cap Soldering Procesos: 33 32.00 | 33.00
A = Gold Flash All Over (Standard) IR Reflow: 260°C for 10 sec. 34 33.00 34.00
Insulator Material Wave: 250°C for 5-10 sec 35 34.00 | 35.00
Dimension C (1/100mm) (Post Height) L = LCP (Standard) Manual Solder: 350°C for 3-5 sec 36 35.00 | 36.00
0200 = 2.00mm (Standard) Dimension D , i ) 37 36.00 [ 37.00
g ] (1/100mm) Dimension E (1/100mm) (Tail Length) . ) .
erg;ggy:DZIn;%rr;s’/Tc;n c (Top of Insulator to Pin Bend) 0250 = 2.50mm (Standard) Mates with(Subject to pin length) 38 37.00 | 38.00
Tg} +/- 0.2mm 0140 = 1.40mm (Standard) or specify Dimension E BC065 BCO070 BCO75 39 38.00 | 39.00
(Maximu'm 0600=6.00mm) or specify Dimension D eg. 0450 = 4.50mm 40 39.00 | 40.00
(Minimum 0100=1.00mm) eg. 0250 = 2.50mm Tol +/- 0.2mm
Tol +/- 0.2mm (Maximum 0500=5.00mm) __
(Maximum 0500=5.00mm) (Minimum 0100=1.00mm) F:gé“;(;"bef Product Description
(Minimum 0130=1.30mm) Drawine Dot 1.0mm Pitch Pin Header, Single Row,
zrgm"&a; 3008 Through-Hole, Horizontal
By KY Tolerances (Except as Noted) Units: This drawing is confidential and www.gct.co
Length Angle etric (mm copyright of Global Connector . .
el B s B o R §9B'u}us O o is d
Ret;/;leon 17/'3;/24 o] o e xﬁ% sy v Seais | TRee | S

1 2 3 4 5 I 6 I 7 8



http://gct.co/sample-quote-request.aspx?p=BC030



